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SMART LOCK
Installation Guide



WHAT'S INCLUDED

Latch and strike

Exterior Assembly

Interior Assembly

Screws




PRODUCT OVERVIEW

Front level Back level

Keyhole Emergency power port reset button

)

/ battery cover




PRODUCT DIMENSIONS




EXPLOSIVE VIEW

.) Part name

() Key @ Tx:lt (3 spindle  (4) Cable (5) Door (&) bushings (7) latch

Mounting@ striker black (1) Screws (2) Bcaot\tlee?/ (13) Battery cover fix screw
level

plate




. Adjust The Backset of Latch(If Nended)

A Hold the latch in front of the door ] 'f the latch holes are centered in the door hole, no
hole with the latch face flush adjustment is required. Proceed to step 2 If the latch holes
against the door edge. are NOT centered, adjust latch. See “Latch Adjustent”.

—
60mm(2-3/8in) 60mm(2-3/8in)

X Latch adjustment (only if needed)

70mm(2-3/4in)




Install Latch

inside

Note:

The square hole
must be horizonal
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. Screw 2 bushings onto the 2 threaded posts

Take the outside lever (lever with the
touch pad). Screw 2 bushings onto
the 2 threaded posts in the horizontal
position (same orientation as the lever
handle).




. Feed the cable completely through the hollow spindle

Feed the cable (pre-wired to outside
lever) completely through the hollow
spindle .Be careful to avoid any damage
to the tip of cable)




. Install front panle on door

Install front panle on door




. Attach to the outside lever to mounting plate

Place the mounting plate on the INSIDE of
the pre-bored door and attach to the outside
lever using 2 X M4 screws to the bushings

(in horizontal position)
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. Attach the inside lever to the mounting plate

Attach the inside lever to the mounting plate
using two small screws (in vertical position)




Take off the battery cover

Take off the battery cover (inside lever)
using the small screws at the end of the
lever handle.




. Plug cable into the white socket

—

Let the cable run through the hole of the
inside rose and plug into the white socket
as shown in the diagram.




. Insert 4 AAA batteries and place the cover plate back on.




. Test lock by key and default passcode

Note: Default passcode:1234564#

1.Insert the key and turn 90 degree
2 Turn handle to open
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